MIAMEDADE COUNTY——
PRODUCT CONTROL SECTION
11803 SW 26 Street, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER} Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T(786)315-2590 F (786) 313-2599
NOTICE OF ACCEPTANCE (NOA) www.migmidade.govieconomy

Schiage Lock Company, LLC

6810 Hillsdale Court

Indianapolis, IN 46250

ScoPE:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials. The
documentation submitted has been reviewed and accepted by Miami-Dade County RER -Product Control Section to
be used in Miami Dade County and other areas where allowed by the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control Section
(In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to have this
product or material tested for quality assurance purposes, If this product or material fails to perform in the accepted
manner, the manufacturer will incur the expense of such testing and the AH} may immediately revoke, modify, or
suspend the use of such product or material within their jurisdiction. RER reserves the right to revoke this
aceeptance, if it is determined by Miami-Dade County Product Control Section that this product or material fails to
meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code,
including the High Velocity Hurricane Zone.

DESCRIPTION: SteelCraft Series H16-4 FL 8080 Double Outswing Commercial Steel Louvered Doors-LMI

APPROVAL DOCUMENT: Drawing No 882W-2 Rev F, titled “Steeleraft H16-4 FL 8080 Double Doors
{outswing)”, sheets 1 through 12 of 12, prepared by the manufacturer, dated 08-12-02 and last revised on 08/12/14,
signed and sealed by Thomas Gordon, P.E., bearing the Miami-Dade County Product Control Revision stamp with
the Notice of Acceptance number and expiration date by the Miami-Dade County Product Control Section.
MISSILE IMPACT RATING: Large Missile Impact Resistant

Limitations:

1. See Design Pressure in sheet 1. Air infiltration, Water resistance and Fire ratings are not part of this approval,
2. See sheets 5 and 6 for installation, sheet 8 for threshold, sheet 9 for lock and sheet 10 for hinges options.

3. 14 ga (.075"thk) Steel or Stainless steel continuous hinges are limited to max DP= +/- 50 PSF for entire unit
4, Door opening is limited to max. 98”x98” for double doors and max. 48”Wx96"H for single doors.

5. Electrical/Electronic function is not part of this approval, such functions to be reviewed and approved by AHJ.

L ABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, Cincinnati, Ohio and
Series and following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product,
for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any
section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be
done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection at the job site at the request of the Building Official.

This NOA revises & renews NOA # 13-1007.06 (former Ingersoll-Rand Company) and consists of this page 1 and
evidence pages E-1 & E-2, as well as approval document mentioned above.

The submitted documentation was reviewed by Ishaq I Chanda, P.E,

NOA No, 13-1205,06

Expiration Date: November 13, 2018
Approval Date: October 23, 2014
Page 1




—Schlage Lock Company, LLC

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A, DRAWINGS
1. Manufacturer's parts and sections drawings (Submitted under files listed below).
2. Drawing No 882W-2 Rev F, titled “Steelcraft H16-4 FL 8080 Double Doors (outswing)”,
sheets 1 through 12 of 12, prepared by the manufacturer, dated 08-12-02 and last revised on
08/12/14, signed and sealed by Thomas Gordon, P.E.

B. TESTS (Submitted under files listed below)
1, Test report on 1)  Air Infiltration Test, per TAS 202-94(Not conducted)
2) Water Resistance Test per FBC TAS 202-94(Not conducted)
3) Uniform Static Air Pressure Test, Loading per TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5)  Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC, TAS 202-94
Along with manufacturer's parts and section drawings of double outswing Louvered steel doors
w/Anemostat Louver (PLSL) and National Guard Louver (L-VRSG-2) kit, marked by Element
Material Technologyine., Test Reports No. ESP01330P-2 dated April 16,2013 and Single steel
louverd door w/ Air Louver (1500-A), Test Repotts No. ESP01330P-1 dated April 16, 2013,
both signed & sealed by Ramesh Patel, P.E.
Note: The above test reports have an addendum letter, issued by test lab, dated July 11, 2014,
signed and sealed by Ramesh Patel, P.E.
1. Test report on
1) Air Infiltration Test, per TAS 202-94(Not conducied)
2) Water Resistance Test per FBC TAS 202-94(Not conducted)
3) Uniform Static Air Pressure Test, Loading per TAS 202-94
3) Large Missile Impact Test per FBC, TAS 201-94
4) Cyclic Wind Pressure Loading per FBC, TAS 203-94
5) Forced Entry Test, per PA 202-94
along with marked-up drawings and installation diagram of a louvered commercial steel door
system w/Air Louver, Inc.-15004 steel louver, National Guard Products L-VRSG-2 Air
Louver steel louver blades,and Anemostat PLSL fixed blades louver insert, all prepared by
Certified Testing Laboratories, Test Repotts No. CTLA-882W-2, dated August 29, 2002 and
CTLA-1107W-2, dated September 5, 2003 for Anemostat FLDL-UL-SGI fusible link louver
insert , both signed and sealed by Ramesh Patel, P.E.(submitted under NOA # 08-
0908.20/#03-0327.02)
3. Reference test reports CTLA 776W-1 and CTLA 1035W-2 for anchor qualifications.

C. CALCULATIONS:
1. Anchor verification calculations per FBC 2010, dated 08/12/14, prepared, signed & sealed
by Thomas Gordon, P.E.
2. Hinge Load Evaluation report, dated 01/04/04, prepared, signed & sealed by Thomas
Gordon., P.E.
/ %
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Ishaq I Chanda, P.E.

Product Control Examiner

NOA No. 13-1205.06

Expiration Date; November 13,2018
Approval Date: October 23,2014



—Ingersoll-Rand

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

QUALITY ASSURANCE BY
1. Miami Dade Department of Regulatory and Economic Resources (RER).

MATERIAL CERTIFICATIONS (except item #1, submitted under file # 11-0921.12)

1. Tensile test report # CTLA-0244W, dated 04/12/13 prepared by CTL Architectural
Division, steel sheet samples, tested per ASTM E8, signed & sealed by Ramesh Patel, P.E.

2. Test Report No. 3094867SAT-001, April 13, 2006, issued by Intertek for “Surface Burning
Characteristics of Building material” per ASTME84 and self-Ignition per ASTM1929D for
“EPS”, issued to Falcon Foam, a Div. of Atlas Roofing, re-named as “ATLAS EPS’

3. Test Report No. 16206-122543 (1015P200(3)), dated November 29, 2004 for “ Surface
Burning Characteristics of Building material” per ASTMES4 and self-Ignition per
ASTM1929D for “Polyisocyanurate” issued by Omega Point Laboratories, Inc. to Elliot
Company, Indianapolis, IN.

STATEMENTS:

I. Letter of conformance to FBC 2010 “No financial interest” dated 08/12/14, signed and
sealed by Gordon Thomas, P.E.

2. Laboratory Statement of compliance, part of the above referenced test reports.

3. Addendum letter dated July 11, 2014, issued by Element Material Technology, signed and
sealed by Ramesh Patel, P.E.

4. TIngersoll-Rand press release, dated 12/10/12, integrating the brands of Ingersoll-Rand and
Schlage among others.

5. Department of State Certification of Reinstatement for SCHLAGE LOCK COMPANY,
LLC as a limited liability company, active and organized under the laws of the State of
Florida, dated 03/17/06 and filed with the Secretary of State

6. Certification of Formation dated 12-08-2003 of Schlage Lock Company, LLC, issued by
Secretary of State of Delaware.

7. Statement letier dated Nov. 26, 2013 issued by Ingersoll-Rand for name change, signed by
Jim Donlan,

8.  Commitment letter dated Qctober 14, 2014, issued by Allegion, signed by Jim Donlan,

OTHER

1. This NOA revises & renews NOA # 13-1007.06, expiring on 11/13/18,

2. Test proposals #12-0913-R, #14-1086 and #14-0252-R approved by RER.

3, Additional marked-up drawings provided as part of addendum letters by Element Material
Technology, Inc.

4. Schlage & Falcon Mortise Locks brochures / catalogs supplied by Schlage/Ingersoll-
Rand(Allegion).

5. Technical brochures of butt Hinges & continuous Hinges supplied by Schlage Co.
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Ishaq L. Chanda, P.E,

Product Control Examiner

NOA No. 13-1205.06

Expiration Date: November 13,2018
Approval Date: October 23,2014
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; REV ISITIIONS
100.00° MAX DESIGN PRESSURE RATING IMPACT RATING
56,00 MAX WHERE - WATER- ANDJWHERE WATER AND LIR DESCRIPTION DATE APPROVED
: AIR INFILTRATION (AIR INFILTRATION {{ ARGE AND SMALL
€ OF ANCHOR B | C 00° MAX. REQUIREMENTS ARE ﬁ“{ﬁ%ﬁ%’s ARE | W1SSTLE IMPACT A APPROVAL DWG 02/26/03
t TO0P & BTTM __ 7.47 MIN, NEEDED _
& SHEET 5\ & \@\ AR = /‘@ 10" BrentliG [ SEE NOTE 6. B | ADDED UL-RATED LOUVER | 05/16/03
N < X 5750 POSITIVE |NOT APPROVED | + 60 PSF
=== e e e pyrra— *‘- NEGATIVE [NOT APPROVED | - 60 PSF E | MODIFIED PER DC BCCO 10/13/03
—\ : g 6016 MIN.|TO OPENING — 14 '
DPENING | [ 6016 MINIT — 0 upgnmsl NOTES: F | REVISED 09/05/13
Q / T i _ € oF mine 1 TWO ROWS DF PS074 WEATHERSTRIPPING PER JAMB AND HEAD.
i9 I INSTALL PER SHT.7
2a Py 2. ANCHOR REQUIREMENTS:
L il SEE SHT 5 & 6 FOR APPROVED ANCHORS AND INSTALLATION.
=T (I { \ £ 3, HINGE REQUIREMENTS:
o] P (SEE NOTE 30 FOR DOOR OPENING UP TO 76° HIGH — MIN (3> HINGES
T < 1 FOR DDOR OPENING 7'7° - 890° HIGH — MIN (4> HINGES
o 1l LOCATIONS: 9.75° FROM RABBET IN HEAD TO CL OF TOP HINGE- PROBUCT KEVISED
* N g 10,38 FROM FLOOR TO CL OF BOTTOM HINGE, EQUALLY SPACED BETWEEN. + complylng wlth the Florids .
~ ~ W il — € OF HINGE 4 SEE SHEET 4 FOR AVAILABLE STANDARD OPENING SIZES AND SPECIFICATIONS, Buiding Code
e 28 I i S. APPROVED HARDWARE AND LOUVERS INSTALLATION AS PER MANUFACTURER'S Acceptanee No_12-1205- 06 1|
;L L, Ep ><' { INSTRUCTIONS, T Apvii,oe iE
i3 % 2% £2 il o 6, 4° FACE HEAD IS AVAILABLE WHEN FRAME IS GROUTED WITH CONCRETE, Expiration Dute_20—305
= = gmj 86 | <z|5, Eax 2* FACE IS LIMITED TO 98° MAX. HEIGHT ¥y | ime RGPS
& 8 .4 9o | ' 7. APPLY CAULK AS NEEDED. twet Coniad Gordon Thomas Date
S0 3 B ~ P-4 n 8, ELECTRICAL OPTIONS AND INSTALLATIONIS UNDER SEPARATE APPROVAL AND Miand Dede Frotus Gordon Thomas
LA } ! 2 MUST BE REVIEWED BY THE CORRESPONDING AUTHORITY. FIRE RATING IS NOT N OH 45040
| S ¢ PART DF THIS APPROVAL, ason,
| — OF HINGE 9, OPTIONAL POWER TRANSFERS, AND MONITORING SWITCHES MAY BE USED AS Florida #46718
, ALLOWED BY CODE,
ITEM QUANTITY DESCRIPTION MATERIAL SIZE
40,313 ) 1 HEAD SEE SHT 4 & 7 ASTM A356 0537 MIN. STL, MAX. 100°
| EQx 2 ASA STRIKE
I 3 2 [ HINGE DR | 7 ASTH A366 053" MIN. STL HAX. 100°
il | FIXED DOOR LOOVER:
P 1) NATIONAL GUARD PRODUCTS — L-VRSG-2
- 7 | € OF HINGE 4 1 2> AIR LOUVERS, INC, — 1500-A SEE SHT 12 [37.8125° X 78" MAX.
| 12,000 HIN, 3> ANEMOSTAT — PLSL
it 1O DPENING = 10375 FUSIBLE LINK (FIRE RATEDY DOOR LOUVER:
__________ . Y TP - A 4> ANEMOSTAT - FLDL-UL-SGI OR SG2 SEE SHT 12 247 X 24" MAX.
SILL ANCHOR )T . 5 2 LOCK SIDE REINFORCEMENT CHANNEL 099" MIN. STL 35" X 93.44° MAX,
STE R SEE SHEET 5 DB C JAHB BASE ANCHOR 6 Z-ASTRAC 0677 MIN._STL MAX, 955"
3 1 . 2.000 7 | NOTE 3. | HINGE REINFORCEMENT DOOR ASTM A621 1717 MIN, STL. 123" X 9197
SEE SHT3 TOP & BTTH . 8 | NOTE 3. | HINGE REINFORCEMENT FRAME ASTH A62] 1717 MIN,_STL, 128" X 91877 MAX, |
%EEFNSPTIgHgR , 1VES SBBI OR CBi, HAGER BBi279 OR X 134 4.50°X4,507 MIN, (12-24 MS)
OUTSWING DOORS (INTERIOR VIEW) % SHEET 5~ B S2.007 HAX. 9 | NOTE 3. | STANELY FBBI79/1900 HINGES 4 SCREWS PER HINGE LEAR
_\—'-]SEE SHEET 3 OPTIONAL CONTINUOUS HINGES (SEE SHEET 100 |075'MINSTL./.11 ALUM 96 MAX.
j 8 SPACES € 11" MAX. ' CORE MATERIAL - (A,D) POLYSTYRENE
@ \ Sl ( 10 1 (C) HONEYCOMB (B,E) POLYURETHANE SEE SHEET 1 VARIES
Ve X T SEE MOFE 7. \ LOCKING HARDWARE — L{ICKSFT
VoD scstew — -hll - 1) SCHLAGE 9000 SERIES MURTISE LOUCK
\ INTERIBR " ¢9) PLACES /_ : : 1 1 [2X FALCON MA-SERIES MORTISE LOCK <(W/0 D/BOUT>  SEE SHEET 9 |[SINGLE OR DDOUBLE DOORS
. 575. NOM | : 3> SCHLAGE_D/ND-SERIES CYLINDRICAL LUCK
o . } 4> FALCON T-SERIES CYLINDRICAL LOCK
/ ! | 17 2 TVES 360 12" SURFACE BOLT
RESHOLD SILL \/BUMPER GASKEY . ,
vP, a o 1 13 1 N AT/ GURRY-B30R 35 JeRil SEEA TR 6341 100° ALUM. 6063 TS 957 X 0.5° X 967 MAX. FR |
g 2 | |2y PEMCO 2005AS __ 4) DURABLE LT206HV | S.57 X 05" X 96} MAX, SGU
DOUBLE DOOR SILL INSTALLATIA ¥ ¥ ! o |2 NOTE 2 [JANE_ANCHOR ASTH_A92d SEE SHTL S & 6 o5 % PN\
(TYPICAL) Woow = | 15 & PSO074 WEATHER STRIPPING IPE MAX, P4" ot
EXTERIOR Q Q9 | =gl I T3 2 FAS-SEAL DOOR SWEEP TPE MAX, 4766"
SEE NOTE 7. e E % t (17 4 END CHANNEL ASTM A924 070" MIN, STL |.69" X 1.66° X 47.66° MAX,
1/4% X 1-3/4" TAPCON , . 18 _|AS NEEDEN BUTYL RUBBER OR 100% SILICONE
WODD SCREW HAX, @ > = 8 | © 2y FALCON DI100/200 Serles Deadlock
(4) PLACES INTERIDR / % sz 9 ol bl {I 20 2 |TOP CAP GALY ASTM 924 (24 GAGE) 020° MIN, STL_[.5° X 1.76° X_48° MAX.
'_‘rl I;ﬂ 5.75° NOM :}:I ;E J y@l%t'“ o e MANUFACTURING LOCATION
; ’ ‘ g 8 i SCHLAGE LGCK COMPANY, LLC STEELCRAFT
7.5¢ 8 o3 I} 6810 HILLSDALE COURT 9017 BLUE ASH ROAD
\ .-—l |__ T.YP = 0 | %-—E’— INBIANAPOLIS, IN 46230 CINCINNATI, OH 45242
® EXTERIOR OrR | THIRD ANGLE PROJECTION | TITLE STEELCRAFT H SERIES SINGLE AND DIMELE LDUVERED DOORS
| DRAWN DATE Hl6 - 4 FL 8080 DOUBLE DOORS (OUTSWING
SINGLE DOOR SiLL INSTALLATION | YMF o8/12/02 WITH FULL LOUVER
(TYPICAL) ' CHECKED SINGLE AND DOUBLE DODRS
GENERAL_NOTES: : WITH COMMERCIAL LOCK HARDWARE
1, THIS DDOR SYSTEM HAS BEEN TESTED AND DESIGN TO MEET THE |
CURRENT FLORIDA BUILDING CODE ¢FBC) REQUIREMENTS, INCLUDING ' APPROVED SIze | FLAT DWG HNO. REV
HIGH VELOCITY HURRICANE ZONE (HVHZ). | 882W-2 F
2, THE DOORS ARE LARGE MISSILE IMPACTED mmmssSsssm=ns JAMB BASE [ENG. APPVL
v ' SCALE HE!
3. DISSIMILAR MATERIAL IN CONTACT SHALL MEET FBC REQUIREMENTS SEE SHEET 3 SILL ANCHOR ANCHOR SE€ TNTS AUTLCAD SEET | o 12




" FRAME TO BE
GROUTED FOR

100° MAX
968" MAX

SHIM AS NEEDED

1 _ MASONRY \
@ \  ANCHOR \
[ L0 E o

/.25'MAXSEESHT.5

™| C-90 CMU WALL
{2000 PS| GROUT
"1 FILLED ACI 530.1

2.00° i
Vi @_\ 5~ INTERIOR
- J
.

INACTIVE
FILLED AC! 530.1

©/ 2
SECTION A—A

MORTISE LOCKSET: SCHLAGE L9000 SERIES WITH OR WITHOUT DEADBOLT
FALCON MA—-SERIES WITH OR WITHOUT DEADBOLT

C—90 CMU WALL
2000 PSi GROUT

@_i/ \ \_ SEE SHTS, 5 & 6 FOR

h@ )

EXTERIOR

ANCHORING OPTIONS
AND INSTALLATION

SHIM AS NEEDED

/ 25" MAX SEE SHT.5

...............................

& INTERIOR

INACTIVE 0O

C—90 CMU WALL
"2 2000 PSI GROUT
AT FILLED ACI 530.1
\ SEE SHIS. 5 & 6 FOR

ANCHORING OPTIONS
AND INSTALLATION

FRAME TO BE
GROUTED FOR
MASONRY ANCHOR
C-90 CMU WALL
2000 PSt GROUT
FILLED ACI 530.1

EXTERIOR
SEC A—A

CYLINDRICAL LOCKSET:ALL CYL. LOCKS WITH 3/4” THROW LATCH
SCHLAGE D/ND — SERIES
FALCON T — SERIES

FRAME T0 BE
GROUTED FOR
MASONRY ANCHOR

52" MAX.

| SHIM AS NEEDED
i / .25" MAX SEE SHT.5

| A3 C-90 CMU WAL

------ =1 2000 PSI GROUT
] FILLED ACI 530.1

C—90 CMU WALL
2000 PSI GROUT
FILLED AC! 530.1

\_SEE SHTS. 5 & 6 FOR
EXTERIOR (® ANCHORING OPTIONS

AND INSTALLATION
SECTION A—A (SINGLE DOOR ONLY)
DEADLOCK: W/ MINIMUM 1" THROW
SCHLAGE B600/700/800 SERIE

SEE SHT.3 DETAIL "A"
FOR STRIKE INSTALLATION

REVISI ONS
LTR DESCRIPTION DATE APPROVED
A APPROVAL DWG 02/26 /03
B |MODIFIED PER DC BCCO 09/23/03
D |MODIFIED PER DC BCCO 10/08,/03
E | REVISED 09,/05/13
ottty e Florids
®
12 GA. LOCK/STRIKE SIDE

REINFORCING
CHANNEL

NET DOOR HEIGHT — 2

1. SEE SHT.1 FOR ELEVATION, MATERIAL AND SIZE
2, SEE SHT.1 NOTE 2. AND SHTS. 5 & 6 FOR ANCHOR REQUIREMENTS

3. SEE SHTS. 5 & 6 FOR WALL CONSTRUCTION AND ANCHORING SYSTEM
OPTIONS AND INSTALLATION

4, SEE SH7.4 FOR AVAILABLE OPENING SIZES, JAMB DEPTHS AND
SPECIFICATIONS

5. APPROVED HARDWARE AND LOUVER INSTALLATION AS PER
MANUFACTURER'S INSTRUCTIONS

NOTES:

) FALCON D100/200 SERIES BEND RADIUS MANUFACTURING LOCATION:
123 SCHLAGE LOCK COMPANY, LLC STEELCRAFT
6810 HILLSDALE COURT 9017 BLUE ASH ROAD
@@_E_ INDIANAPOLIS, IN 46250 CINCINNATI, OH 45242
THIRD ANGLE PROJECTION TILE: STEELCRAFT H SERIES SINGLE AND DOUBLE LCUVERED DOORS
DRAWN DATE
‘ CROSS SECTION OF DOOR AND FRAME
%ﬁl\b\[ TME G WITH COMMERCIAL LOCK HARDWARE
. CHECKED H16 4 FL 8080 FULL LOUVER
SINGLE AND DOUBLE DOORS
ggrsdgonB]ThomosC tDote APPROVED SIZE | FLAT DWG NO. BROW—2 REV
7 GA. 7 GA. ossom Cour —
DOOR HINGE FRAME HINGE Mason, OH 45040 ENG. APPVL 3
REINFORCEMENT REINFORCEMENT Florida #46718 SCALE: 175 AUTOCAD SFEET " oF 19




* CONCRETE

\ x\

=2

DEADLOCK STRIKE INSTALLATION FOR
SCHLAGE B600/700/800 SERIES AND
FALCON D100/200 SERIES

2" FACE LIMITED TO 98" MAX. HEIGHT

7. WALL CONSTRUCTION STRUCTURAL MEMBERS MUST BE DESIGNED TO COMPLY WITH
APPROVED DESIGN PRESSURE RATING.

DR 2" MIN. CONCRETE —— e 2" MIN. i} REVISIONS
HNTEL— 1" ... | 4 MAX LINTEL—F "%y 73 = 4" MAX. CONCRETE — 2 ml\; LTR DESCRIPTION DATE APPROVED
S 4. i |t SEE NOTE 6. -+ 3 & | SEE NOTE 6. EL—d <7 . % 4" MAX
RN e UNTEL=— 00 1] ok noTE 6. | A APPROVAL DWG 02,/26 /03
EXTERIOR [. - %~ . : —
e @-« . B MCDIFIED PER DC BCCO 09/23/03
@_/ C MODIFIED PER DC BCCO 10/08/03
L L D
Sy ke N y REVISED 09/05/13
L w T oYy —
L L <
3 Shal +3 - &
o~ > o] ’ - ”
>3 & \\é ¥+ 3 5 CONCRETE  [——=——yy— 2" MIN,
g ; = g 3 = EXTERIOR \\'ﬂ: L~/ LINTEL _—""‘"--..\ ' :.‘..-. E 4, MAX.
5 .7 F>= EXTERIOR 3 - .. e |} SEE NOTE 6.
é X o3 2:< > g . 7 - o P o
2 < E < x ><' tO ‘. D
= gy = é < (@) [ ‘:._ -
B, & o5 | © Locksioe ° | . = t @— N
Qo Al © o | REINFORCING o & C ) ' ] !
g 3 CHANNEL N\ 3 |® Locksioe |~ W FIRST SCREW 1" @—
2N - SEE SHEETS REINFORCING— | | 1 S Y FROM END LA ROUGH CUTOUT
SEE SHEETS 5&6 FOR SILL CHANNEL_\Q_\/\__: L L<|_ l ] IN HEAD -
5&6 FOR SILL INSTALLATION s 1¥ SQUARE
INSTALLATION @-—\\ SEE SHEETS = &y ASTRAGAL
| ' \ 5&6 FOR SILL > ~_ <  ATTACHED TO
INSTALLATION ¥ = = THE DOOR EDGE
SECTION B-8 SECTION B-B , < ;o WTH #BX3/4 SCREWS A
CYLINDRICAL LOCKSET SCFI-iAL&%EN L'ago% EséE]fEatsEs < 2 12.53" 0.C. MAX.
ALL CYL. LOCKS WITH 3/4" - SECTION B-8
THROW LATCH WITHOUT DEADBOLT (SINGLE DOOR CNLY) S % 1 —
SCHLAGE D/ND—SERIES DEADLOCK - o EXTERIOR
FALCON T—SERIES SCHLAGE B600/700/800 SERIES
FALCON D100/200 SERIES _
BUET KEVISED i o
Q\/ et s nith the Florid: { SEE SHEETS
(® STRIKE SIDE Buling Gode P 5&6 FOR SILL
12 GA. REINFORCING gmm ;_55: INSTALLATION
CHANNEL WITH ASA PREP. _ ' KA X
INACTIVE DOOR LEAF /o e e % "
PEADLOCK STRIKE Thade Proddst o
N A / st SECTION C—C
: t INACTIVE LEAF WITH IVES 360
1 _ SURFACE BOLTS IN TOP AND BOTTOM
; NOTES:
~ \\_ 1. SEE SHT.1 FOR ELEVATION, MATERIAL AND SIZE
N ~ (2) #6-32 PHMS 2. SEE SHT.1 NOTE 2. FOR ANCHOR REQUIREMENTS
4 3. SEE SHTs. 5 & 6 FOR WALL CONSTRUCTION AND ANCHORING SYSTEM
STRIKE 4~ 4, SEE SHT. 4 FOR AVAILABLE OPENING SIZES, JAMB DEPTHS AND SPECIFICATIONS
REINFORCEMENT - 5. HARDWARE INSTALLATION IS PER MANUFACTURER'S INSTRUCTIONS
N PLATE DETAIL A 6. HEAD SECTION CAN HAVE 4” FACE DIMENSION WHEN IT’'S GROUTED WITH CONCRETE.

BEND RADIUS
MANUFACTURING LOCATION:
SCHLAGE LOCK COMPANY, LLE
® R 6810 HILLSDALE COURT gEELgﬁngASH ROAD
Z~ASTRAGAL WITH ASA _/ & INDIANAPOLIS, IN 46250
Ve A\ 2/ — CINCINNATI, OH 45242
STRIKE PREP. ~ k Ve | THIRD ANGLE PROJECTION | TILE ~ STEFLCRAFY W SERIES SUVGLE AND DOUBLE TOUVERED DOORS
II DRAWN DATE CROSS SECTION OF DOOR AND FRAME
INACTIVE LEAF > | YMF | oapz/m WITH COMMERCIAL LOCK HARDWARE
ASA STRIKE PREP CHECKED H16 4 FL 8080
AND ASSEMBLY DETAIL Gordon Thomas Date FULL LOUVER SINGLE AND DOUBLE DOORS
APPROVED SIZE FLAT DWG NO. REV
3759 Blossom Court 882W—2
Mason, OH 45040 S D
Florida #46718 : SEHE
NTS AUTOCAD SHT 3 OF 12




REVISIONS
AVAILABLE DOOR CONFIGURATIONS LTR DESCRIPTION DATE APPROVED
TABLE 1 (SEE NOTE 1.) A APPROVAL DWG 02/26/03
: B | MODIFIED PER DC BCCO | 09/23/03
CORE MATERIAL {MAXIMUM OPENING SIZE SKIN_MATERIAL C MODIFIED PER DC BCCO | 10/08/03
HONEYCOMB . - CRS 16/.053" E REVISED 09/05/13
POLYSTYRENE 80 80 GALV 14./.067"
POLYURETHANE '
HONE YCOMB . - STAINLESS .
POLYSTYRENE 80 80 STEEL 16 /.053
POLYURETHANE
MINIMUM YIELD STRENGTH = 46,000 PSI PRODUCTREVWED =
MINIMUM TENSILE STRENGTH = 52,000 PS! Pabding Cod w
Emhla e S AE
p M;r Eéy;zz;g;
:g‘ﬂ-&ll;&de w&u&é&n' i
AVAILABLE FRAME CONFIGURATIONS
TABLE 2. (SEE NOTE 2.)
MAXIMUM OPENING SIZE MATERIAL
FRAME SERIES{ JAMB DEPTH WIDTH | HEICHT DESCR. CA JWIN. THK
" NOTES:
16/.053
CRS/HRS 14/.067" 1. DOOR CONSTRUCTION (SEE TABLE 1 & 3)
F 575" 8’0" 8’0" GALV 12/ 099" 1.1. MINIMUM DOOR THICKNESS - 1 3/4"
NOM ' 1.2. LOUVER OPENING SIZE TESTED (SEE SHEET 1 & 12) IS MAX SIZE AVAILABLE
‘ STAINLESS 16,/.053" FOR 80" X 80" OPENING. ALL SMALLER SIZES ARE ACCEPTABLE. .
STEEL : 1.3. MAXIMUM LOUVER OPENING SIZE WILL CHANGE IN PROPORTION WITH DOOR
. SIZE, KEEPING THE SAME STILE AND RAIL MINIMUM DIMENSIONS SPECIFIED IN
MU 5.75" 50" 80" CRS /HRS 16/~053” ELEVATION ON SHEET 1 & 12.
NOM. GALV 14/.067 2. FRAME CONSTRUCTION (SEE TABLE 2 & 3)

TABLE 3. SEE MIN. STRENGTH

CRS
ASTM A366

HRS
ASTM A10MT

GALV: AB60 ASTM AB53

ASTM A924

MINIMUM YIELD STRENGTH = 46,000 PSi
MINIMUM TENSILE STRENGTH =

52,000 PS

i)l aloi

1.1. NOMINAL JAMB DEPTH - 5 3/4", STOP HEIGHT — 5/8"

2.2. FRAMES AVAILABLE AS FLUSH (F—SERIES) AND MULT-USE (MU—SERIES)
(SEE TABLE.2 & 3)

3. FOR MATERIAL SPECIFICATIONS REFERENCE SEE TABLE 3.

BEND RADIUS

O

MANUFACTURING LOCATION:

SCHLAGE LOCK COMPANY, LLC STEELCRAFT

6810 HILLSDALE COURT 9017 BLUE ASH ROAD
INDIANAPOLIS, IN 46250 CINCINNATI, OH 45242

THIRD ANGLE PROJECTION |TITLEr STEELCRAFT H SERIES SINGLE AND DOUBLE LOUVERED DOORS

STAINLESS STL: 304,316 IRAVN o es/02 DOOR AND FRAME
ASTM A240 e TE | 08/08/ CONFIGURATIONS
AND MATERIAL SPECS.
GOI"OIOH ThOI"‘lCLS APPROVER SIZE FLAT DWG ND. REV
3759 Blossom Court 882W—2
Mason. OH 45040 S E
Florida # 46718 SLALET TS AUTOCAD SHT 4 OFVTZ




E MASONRY F'g=2000Psi MIN. REVISIDODNS
WIRE _MASONRY _ANCHOR GROUT FILLED FRAME
INTO GROUT FILLED FRAME VEAD AND JAMBS 00D _STUD ANCHOR STEEL STUD ANCHOR LTR DESCRIPTION DATE APPROVED
AND-BLOCK-WALL ——= 8 8" A—|-APPROVAL DWG—— YMF[02/26/03
/ [ max [ Max
/ Z 1 = B | REVISED JPD [05/05/13
. | . ) 176" oc. ! g T
E 24" 0.C. 1,:2)(_'[ E MAX, 21° o.C.
OPENING SIZE MAX, JAMB BASE ANCHOR _ Lo MAX.
x NES $0.376° W 125 % OPENING SIZE 17.6° O.C. . = OPENING SIZE .l___
5 (SEE SHT.1&4) HEG-IT, RAWL BLT, & (sezvgﬁ ) MAX. 3 VARIES o 0.
= 24" 0.C. CREDREAD, TRUBOLT E4 + —m' % (SEE SHT.14:4) MAX.
s MAX. OR DYNABOLT n 17.6” O.C. I |
S JAMB BASE ANCHOR S MAX. 2 i
o WELOED OR ADJUSTABLE) — d_ L + < 21" 0.0
24 0. 17.6” 0.C. 5 MAX,
MAX. “_?_x_ i (1]
REFER TO SILL REFER TGO StL L REFER TQ SILL 2" 0.
INSTALLATION 178" 0.C. INSTALLATION
/ e TALLATION C~90 CMU WALL DETALL "TH' MAX. | DETAL "M’ .
| {5 229wy 2000 PSI GROUT —
& 5 FILLED ACI S530. e 7]
FRAME TO BE HASONRY HAX. #$2 x .75 SMS MAX,
REINF. BAR GROUT FILLED T—ANCHOR_\ (T 77 ] (2) PER ANCHOR
7 F'g=2000 Psl O
8.5" MIN. EMBEOMENT , | J |
X }: | 3 j O
5 ' : A LO = 3|14
§ : 1.69" MIN. THREAD O KEVISED
_ “PENETRATION ~ Aﬁcité;—i/ ‘;ER ;Rg:m D i
.................................... *STEEL STUD WALLS Bulding Code -
MASONRY BLOCK WALLS ;S?L’f aPA?(,CE FWOOD STUD WALLS SEE NOTE 1. *STEEL STUD WALLS. A“?P“;“::‘j F‘ij ¢é
MIN. B"X8"X16” CMU (C-90) —95¢ SEE NOTE 1. SEE NOTE 1. Expiration Bite...c- :
F'g=2000Psi GROUT FILLED 175 By f¢hioe f Nyras
ACl 530.1 |- sromveworo Minsal Dade Produst Costnd
\_\MRE ANCHOR #3/16" <t ORAE I
gﬁ‘g’,"; ?53'69 W * a ad L Fy MIN.=36 KSt
WIRE._ MASONRY ANCHOR MASONRY MASONRY T—ANCHOR WOOD STUD OR UNIVERSAL ANCHOR
Fultim MIN.=58 KSI T— ANCHOR i8 gA STEEL séokosfs ) (LOCK=IN OR WELD—IN) Fy MIN.=36 KS! UNIVERSAL
Fy MIN.=36 KSI ¥ MiN. STEEL STUD ANCHOR ANCHOR
WELD—-IN OR LOCK—IN WELD-IN OR LOCK-IN
INTERIOR /_® /
_ 1 i o s [d SEE SHT 8
11, HAX 11: MAX 11- MAX H' MAX !
T MAX ] T MAX T T HAX {3°EE SHT 8 125" MIN, a }Z//
_‘l{ EXTERIOR EMBEDMENT ‘
P - 5735 NOM
1 1.25° MIN, Gordon Thomas Date
4 HAX, EDGE. DISTANCE 3759 Blossom Court
L oor oot
" » - Florida #46718
© 1/4" X 1=3/4" TAPCON DISTANCE INTO
EXTERIOR OR #14 X 1-3/4" CONCRETE SILL DETAIL (SIDEVIEWY NOTES
’ ’ . .
DETAIL “TH WOOD SCREW 1.WOOD OR STEEL STRUCTURAL MEMBERS OF WOOD AND
SILL INSTALLATION AS REQUIRED STEEL-STUD WALLS MUST BE DESIGNED TO CARRY AT LEAST

TYPICAL DDUBLE BUTSWING

i74* X 1-3/4" TAPCON
DR #14 X 1-3/4°
WiOOD SCREWVW

(4> PLACES

o

3 SPACES @ 11'__
MIﬁ)T('ERmR

/%

Y

f

260#/FT FOR 80 PSF DESIGN LOAD AND TO BE REVIEWED BY THE

BUILDING CFFICAIL.

2.NUMBER OF ANCHORS FOR VARIOUS OPENING HEIGHTS IS LIMITED
BY MAXIMUM DISTANCE BETWEEN ANCHORS, SHOWN ON THIS SHEET.
3.APPLY CAULK AS NEEDED.

BEND RADIUS

@

__E]L

THIRD ANGLE PROJECTION

SCHLAGE LOCK COMPANY, LLC
6810 HILLSDALE COURT
INDIANAPOLIS, IN 46250

MANUFACTURING LOCATION:
STEELCRAFT

9017 BLUE ASH ROAD
CINCINNATI, OH 45242

TiITLE: STEELCRAFT H SERIES SINGLE AND DOUBLE LOUVERED DOORS

. TRAWN DATE
\ - YMF 05/12/02 ANCHOR DETAILS / INSTALLATION CONDITIONS
(9 EXTERIOR CHECKED
DETAIL ‘TH’ APPROVED SIZE [FLAT WG NO. REV
SILL INSTALLATION — 882W-2 B
TYPICAL SINGLE OUTSWING SRE NTS | AUTLCAD S S o P




Or #14 X 1-3/4"

__3 SPACES @ 11 / 8
WOOD SCREW "NTering /_ ®
(4 PLACES\ /|

~ ]i_'

Nl

o] -

REVISIONS
B XSG s o LTR DESCRIPTION DATE APPROVED
EXISTING MASONRY ANCHOR (EMA) \
— A T CONCRETE WALL OR CMU g £ EXSTING MASONRY ANCHOR {EMA) A—|-APPROVAL-DWG- YMF—j02/26/03
. - T MAX. WITH LAG BOLT INTO WOOD STUD WALLFE. WAX. = T REVISED 3 los/05/13
k .-]— '{ ' — T i
n‘"" 21M j‘oic' b"".' 12.5" o!.c.qu.
g |y O RS I g O kRS - 128" ochax ]l
. (SEE SHT.1&4) 21° oc 1 R} B (SEE SHT.1&4) +——
E | & M?X. N % ; 1257 OCMAX.
5 | »t v, z
= w i o - 125" Q.CMAX.
“ 21" O.C e < [
u s 3 gt s
& | A f| R 5 .
O 5. | i 12,57 0.C.MAX,
3 & k3 o —]
wF ] a'¥ T
s REFER TO SIL 21" 0.C. . REFER TO SILL 125" OCMAX
cor |} INSTALLATION 8" “hax, || 1 INSTALLATION
i DETAIL " I_MAX. l :4. DETALL '™’ —\ 12.57 DCMAX
':‘ﬁ ’
i i 11]'_.
2" MIN. EMBEOMENT 27 MIN., EMBEDMENT MAX. .
T T I‘ 3 -
3 M LS I AT i } MIy.
toce 14w .1 Teoce /////////< 15 MIN ANNEN NN
DISTANCE [y, | v ": DISTANCE NRNENNY et EDGE .,
A N DISTANCE
FMN aT. e ¥ 3 M.
EoGeE [ 0 okl EDGE
DISTAMCE . e DlSTj:\NCE e
. 4 //////// LG goLT NN FREBUCT Nﬁ:ﬁg .
- - 3/8 DIAMETER eﬁnw Flarid
MIN. 2700Ps! CONCRETE SHIM SPACE #0375 WITH 2 SHIM SPACE W/3" MIN. EMBEOMENY gumaw;fe
OR 2000Psl GROUT FILLED MIN. EMBEDMENT 1/4% MAX. A No /3-[2¢
(C-90) CHU BLOCK WALL 1/4° MAX.  WEJ-IT,POWERS LOK-BOLT,POWER BOLT WOOD STUD WALLS eoepience
TYPICAL REDHEAD TRUBOLT OR DYNABCLT LAG BOLT SEE NOTE 1. E:plmﬂoa Dute g
P 3/8 DIA. !%M A fmésfsg..‘z““
wml Dade Produet Contsd
LOCK—IN EMA=-U ANCHOR WELD-IN a -
LCCK-IN EMA-U ANCHOR WELD-IN 18) SEE SHT 8
INTERIOR FRAME {3SEE SHT 8
nr 11" 1 11 EXTERIOR
— JAMB
e m-.x—“ w | AT e ] ]
T MAX T MAX [ MAX HAX " MI 4 '
I I EDCE DISTANCE / Y/ Z/{f
I \ ' INTO WODD | | wOOD OR
2-1/2" EDGE CONCRETE SILL ‘
—_— DISTANCE INTO 125" MIN, | Sordon, Thomas L Dote
CONCRETE EMBEDMENT
y Y Mospn. OH 45040
&) 1/4" X 1-3/4" TAPCON SILL DETAIL (SIDEVIEW) Florida #46718
DEETiTIELRi??W OR #14 X 1-3/4" NOTES
SILL INSTALLATION WOOD SCREW 1.WOOD OR STEEL STRUCTURAL MEMBERS OF WOOD AND
AS REQUIRED STEEL-STUD WALLS MUST BE DESIGNED TO CARRY AT LEAST
TYPICAL DOUBLE DOUTSWING 260#/FT FOR 60 PSF DESIGN LOAD AND TO BE REVIEWED BY THE
BUILDING OFFICAIL.
2.NUMBER OF ANCHORS FOR VARIOUS OPENING HEIGHTS IS LIMITED
1/4* X 1-3/4" TAPCON

BY MAXIMUM DISTANCE BETWEEN ANCHORS, SHOWN ON THIS SHEET.
3.APPLY CAULK AS NEEDED.

BEND RADIUS

oy

MANUFACTURING LOACATION:
STEELCRAFT

9017 BLUE ASH ROAD
CINCINNATI, OH 45242

SCHLAGE LOCK COMPANY, LLC
6810 HILLSDALE COURT
INDIANAPOLIS, IN 46250

THIRD ANGLE PROJECTION [ THLE: STEELCRAFT H SERIES SINGLE AND DOUBLE LOUVERED DOORS
TRAWN DATE
YMF 06 /12/02 ANCHOR DETAILS / INSTALLATION CONDITIONS
@ EXTERIOR CHECKED
DETAIL TH’ APPROVED SIZE  JFLAT WG M. REV
SILL INSTALLATION 882PwW-2 B
TYPICAL SINGLE OUTSWING ENG. APPVL
B NTS | AUTOCAD SHEET 6 1P




‘ REVISIONS
BENT TABS LTR DESCRIPTION DATE APPROVED
TO SECURE ASSEMBLY A APPROVAL DWG 02/26 /03
MODIFIED PER DC BCCO 09/23/03
c REVISED 09/05/13
Ul
WELDED
1.75""
KD’ 'SUA’ )
"KNOCKED—DOWN" SET-UP AND ARC—WELDED " 0.50" E | >
ASSEMBLY ASSEMBLY 0.062" —
} 1.52" ! ‘ l——71.660"
DIMPLED HOLE FOR P
#8X1-1/2 PHFH @
/8 TRUSS SELF-DRILLING SCREW *‘(% /
8 X5 )
?"‘Gﬁ ﬁEAD SMS 24 GA TOP CAP @ o
1

TOP & BOTTOM CHANNEL
L=FULL DOOR WIDTH
14 GAGE

2
YN WELDED WQ&
WELDED
HEAD NOTCHED N U
ETWEEN JAMBS
AND BUTTED BETW "MULTI~USE" SERIES ODUCT KEVISED
HEAD SITS ON TOP ASSEMBLY gum%ingwilhheﬂm
Hie '
OF NOTCHED JAMBS Acceptanee No_/ 3/ 2050 / | _ )
Exp];'alionﬂm frdE ¥ % '?
» By C g:é“*“‘? Fﬁ un&ﬁftv'ﬁ»—-j‘&‘;”
. 5.75" NOM. - Miiml Dade Preduct Contiol Gordon Thomas Date
j VAX r HEAD . ‘MIN 2" 3759 Blossom Court
2 MAX _—I MAX Mason. OH 45040
{ t | ) Florida # 46718
1.94" 0.625"
_r BEND RADIUS
MANUFACTURING LOCATION:
- i Ny
" 9017 BLUE ASH ROAD
iga ARY %-—E} INDIANAPOLIS, IN 46250 CINCINNAT], OF 45242
) THIRD ANGLE PROJECTION TITLE: STEELCRAFT H SERIES SINGLE AND DOUBLE LOUVERED DOORS
] DRAWN e D:;j;m CORNER DETAILS
| FRAME PROFILE AND AND WEATHERSTRIPPING ATTACHMENT
VARY WEATHERSTRIPPING DETAIL CHECKED FOR FLUSH FRAME AND MU FRAMES
I ' (ALL DIMENSIONS TYPICAL — S — -
EXCEPT WHEN SPECIFIED - R
~— 0.625" ) 882W-2 C
HINGE JAMB STRIKE JAMB ENG. APPVL -
SCAE NTS AUTOCAD SHT 7 OF 12




REVISIONS

LTR DESCRIPTION DATE APPROVED

@ THRESHOLD OPTIONS

BUMPER \ r 0.125 - 0,50

z Ay

013 | 5.00 |

ZERD INT’L S66 SERIES THRESHOLD
WITH NEOPRENE BUMPER
6063-T5 OR T6 ALUMINUM

SEAL

{ 0125
™~ —1
oesd | , 5,00 |
ZERO INTL 65A SERIES THRESHOLD

WITH NEOPRENE BUMPER
6063-TS OR T6 ALUMINUM

SEAL

‘ r 0. 18
" N A
0.25 ]_! 5.00

PEMKO 2005 SERIES THRESHGLD
WITH SILICONE, VINYL
OR PILE SEAL
6063-T6 ALUMINUM

~ 0.50

- 0,30

| m
wsT | -
2.00 {
NATIONAL GUARD 950 SERIES THRESHOLD
WITH SILICONE, VINYL

OR NEOPRENE BUMPER
6063-TS ALUMINUM

A APPROVAL DWG 09/05/13

FRODUCT Wik VISED

as complybig with the Florids.
Buidlog Code

Aeceptonce Na_/ 3~/ 20 O f
i'.lph"aﬂtml‘m{v g

i 391 —11.25 i 17.3 — 1125

SEE NOTE 1
— 3.91 '/

=

€. DF PART & SLOTS

47625

RIGID SECTION
SEE NOTE 2.

MAX

0,75

e e o — —

“““““ el l FLEXIBLE

///////// ////// ///// ////////// T s s

. FAS—SEAL DOOR SWEEP

NOTES:

1. SLOT LOCATIONS MAY VARY WITH DIFFERENT DOOR WIDTH.

2. DOOR SWEEP RIGID SECTION IS MADE OF PRO-FAX #PD—199
POLYPROPYLENE HOMOPOLYMER

3. DOOR SWEEP FLEXIBLE SECTION IS MADE OF SANTOPRENE #101-73
73 DUROMETER — SHORE A SCALE

FLEXIBLE 0 1697
SEMI-RIGID 40.00°
\ PS 074
SELF—ADHESIVE
0.016* TI o 50, WEATHERSTRIPPING

BEND RADIUS

SCHLAGE LOCK COMPANY, LLC MANUFACTURING LOCATION:

D~

6810 HILLSDALE COURT STEELCRAFT

9017 BLUE ASH ROAD
INDIANAPOLIS, IN 46250 CINCINNATI, OH 45242

THIRD ANGLE PROJECTION |[TITLEY STEELCRAFT H SERIES SINGLE AND DOUBLE LOUVERED DOORS
| \,,?, ﬂ \v ‘t RN op | ere SINGLE AND DOUBLE DOOR ACCESSORIES
S BOTTOM SWEEP, THRESHOLDS,
T AND WEATHERSTRIPPING
ggrs %OnBllgts);nrr?SCou tDGte APPROVED STZE [FLAT DWG NO. 382W_o REV
r —
Mason, OH 45040 ENG APV A

Florida #46718

SRR O NTS | AUTOCAD

SHT 8 OF 12




REVIS|ONS
LTR DESCRIPTION DATE APPROVED
A | APPROVAL DWG JPD  109/05/13
#2-24 WS
Fy min=120,000 P5i
12-24 ¥S SCHLAGE L/LV 9400-SERIES MORTISE LOCKSET WITH
Fy min=120,000 PSi DEADBOLT AND 3/4" THROW LATCH
VRODUCT REVISED
3 complying whik the Florids
SCHLAGE D/ND-SERIES CYLINDRICAL Buidiey Code

LOCKSET WITH 3/4" THROW LATCH

F8-32 MS S5
Fy=120,000 PSi

#12-24 WS
SS Fy=120,000 PSi

#12-24 MS
SS Fy=120,000 PSi

FALCON MA-SERIES MORTISE LOCKSET WITH DEADBOLT

AND 3/4" THROW LATCH

NOTES:

FALCON T-SERIES CYLINDRICAL
LOCKSET WITH 3/4" THROW LATCH

SCHLAGE L/LV 9000-SERIES MORTISE LOCKSET WITHOUT
DEADBOLT WiTH 3/4" THROW LATCH

#8-32 MS
Fy min=120 Ksi

#12-24 MS

Fy min=120 ksi

SCHLAGE B600, 700, 800 AND FALCON D100 & 200 SERIES
CYLINDRICAL DEADLOCK WITH 1" BOLT THROW WiTH FIXED BACKSET
(SINGLE DOOR APPLICATIONS ONLY)

OFFICIAL.

Asceptasce No /T /T 0 100 £
Expieation Pate__2 s [

4 #*
by f‘%gw ,ff. "f/ g.fw—
bl Dade Pedtet Contetd

1. FIRE RATING IS NOT PART OF THIS APPROVAL.
2. ELECTRIC INSTALLATION 1S NOT PART OF THIS
APPROVAL AND TO BE REVIEWED BY THE BUILDING

#12—24 MS SS
Fy=120,000 PSi

L2400 SERIES LOCK

#12—24 MS SS
Fy=120,000 PSi

L9000 SERIES LOCK
MECHANISM

#2-24 MS
SS Fy=120,000 PSi

SCHLAGE AD/CO-SERIES CYLINDRICAL LOCKSET WITH

3/4" THROW LATCH

SCHLAGE AD/CO MORTISE LOCK MD-SERIES WIiTH
DEADBOLT AND 3/4" THROW LATCH

SCHLAGE AD/CO MORTISE LOCK MS-SERIES WITHOUT
DEADBOLT AND WITH 3/4" THROW LATCH

FALCON MA-SERIES MORTISE LOCKSET WITHOUT
DEADBOLT WITH 3/4" THROW LATCH

I

Gordon Thomas Date
3759 Blossom Court

Mason, OH 45040

S

Florida #46718

BEND RADIUS

Q-

THIRD ANGLE PROJECTION

SCHLAGE LOCK COMPANY, LLC
6810 HILLSDALE COURT
INDIANAPOLIS, IN 46250

MANUFACTURING LOCATION:
STEELCRAFT

8017 BLUE ASH ROAD
CINCINNATI, OH 45242

TITLE: STEELCRAFT H SERIES SINGLE AND DOUBLE LOUVERED DOORS

DRAWN CATE
ol /%3 | LOCKING HARDWARE OPTIONS
APPROVED SHZE FLAT DVG O, -
882W—2 A
ENG. APPVL :
X SARECNTS | AUTOCAD ST Qo 10




REVISIONS
LTR DESCRIPTION DATE APPROVED
BUTT HINGE A APPROVAL DWGS. 09/05/13
4.5" X 45" STD. WT. MIN. #1224 MACHINE
IVES 5BB1/3CBi SCREWS

STANLEY FBB179/1900
HAGER BB1279

134" MIN. THICKNESS

Fy MIN. = 36ksi <

UNDERCUT SELF DRILLING

CONTINUQUS HINGE SCREW DOOR LEAF

IVES 112HD & 224HD
STANLEY 661HD
SELECT SLi11HD
PEMKO FM_HD SERIES
HAGER 780—-224HD
ALUMINUM 6036—T6 MIN

110" MIN. THICKNESS

HEAD UNDERCUT SELF
DRILLING SCREW FRAME LEAF
QUANTITY VARIES PER HINGE
LENGTH

(19 MIN.) #10-24X 1/2" MIN.
MACHINE SCREW OR SELF
DRILLING EACH HINGE LEAF
QUANTITY VARIES PER HINGE

STEEL CONTINUOUS HINGE LIMITED LENGTH

TO +/—50 PSF DESIGN PRESSURE
IVES 600

.075 MIN. THCKNESS

1012 COLD ROLLED STEEL

Fy MIN. 45ksi

STAINLESS STEEL CONTINUOUS HINGE

LIMITED TO +/-50 PSF DESIGN PRESSURE
IVES 700

(15 MIN.) 12-24x3/4"FLAT HEAD

(15 MIN.) 12—-24 X 1-3/8" FLAT

PRODUCT KEVISED

as complying with the Florids
Buiding Code g
Asceptonce Nes3-120 508
Expiration Date_ [/ 712 //F

[ €
(et oo oL s

wf

Bligsl Daite Produet Control

@ﬂ/lﬂo oL

Caordon Thomas Date
3759 Blossom Court
Mason. OH 45040
Florida # 46718

BEND RADIUS

-

THIRD ANGLE PROJECTION

SCHLAGE LOCK COMPANY, LLC
6810 HILLSDALE COURT
INDIANAPOLLS, IN 46250

MANUFACTURING LOCATION:
STEELCRAFT

9017 BLUE ASH ROAD
CINCINNATI, OH 45242

DRAWN

DATE

TTLE: STEELCRAFT H SERIES SINGLE AND DOUBLE LOUVERED DOORS

JPD 08/05/13
HAGER 790—900 CHECRED HINGE OPTIONS
MARKAR FM—300 & HG305
.075” MIN. THICKNESS APBROVED 7 AT OWE NO. REV
304 STAINLESS STEEL 882W—-2 A
Fy MIN. 3tksi ENG- APPL SCAE:
NTS AUTOCAD SHT 10 OF 12




REVISIONS

LTR DESCRIPTION DATEL APPROVED
A APPROVAL DWGS 09/05/13
oot = LRI AT TN X NN TN ~ e e e et e LB
SECTION AA—AA SECTION BB—BB
hiz hZ
= 4 -2 - /
AA % AA B8 [ vy B ee cc
P G 9099808095849
v PO '....'.."".
= ser ::g.:.:.::s::.:.:.
N , 8
(A) EXPANDED POLYSTYRENE FOAM (B) POLYISOCYANURATE (C) HONEYCOMB
BY ATLAS EPS (POLYURETHANE) KRAFT PAPER.
DENSITY: 1.0 LBS/FT3 BY ELFOAM. DENSITY:2 LBS/FT°
L , , |
| AN Mt M ST N ST T Y TG | S I M3 2 3 3 SR 4TI RTINS PR |
] SECTION DD-DD _ SECTION EE-EE
02l [ — gl — > ROPUCT
a&mm%ﬁﬁhmm
i
otspmee No /222450 9 {Z//}l’
" 1Gorden Thomas Date
3759 Blossom Court
L e T Mason, OH 45040
DD |-: o SRR DD EE |- S 1 oEE Floride #46718

“x . LR, N

(D) EXPANDED POLYSTYRENE FOAM

E

NOTES:

1. CORE MATERIAL SHOWN WITHOUT LOUVER CUTOUTS AND REINFORCEMENTS.

BEND RADIUS

e

THIRD ANGLE PROJECTION

SCHLAGE LOCK COMPANY, LLC
6810 HILLSDALE COURT
INDIANAPOLIS, IN 46250

MANUFACTURING LOCATION:
STEELCRAFT

9017 BLUE ASH ROAD
CINCINNATL, OH 45242

TTLE: STEFLCRAFT H SERIES SINGLE AND DOUBLE LOUVERED DOORS

o et ', . . DRAWN DATE
(E) POLYISOCYANURATE JPD | coreers DOOR CORE MATERIAL OPTIONS
BY ATLAS EPS, DENSITY:1.0 LB/FT3 (POLYURETHANE) CHEGKED
BY ELFOAM. DENSITY: 2 LBS/FT3 APPROVED iZE T TFLAT OWG NO. REV
882W—2 A
ENG. APPVL
SCALE T NTS AUTOCAD SHT 11 OF 12




200" HAX,

™= FROM CORNER

i

27 MAX.

H|  FrOM CORNER

I

12.00° MAX

ON CENTER

f

LOUVER HEIGHT

—] | e 2.00° MAX.

Q50" MAY, ——FROM-CORNER

ON CENTER I

41
5.00" MAaX
1 FROM CORNER
950" MAX
ON CENTER

-

5 >
»9 } a
"851 1 'r:
2% f{ ~

a ]

il )

e
37.8123° MAX.
LOUVER WIDTH
ANEMOSTAT
SECURITY LCUVER

PLSL

i2 GA

SECURITY
GRILLE \

—

ANEMOSTAT
SECURITY LOUVER
PLSL

NOTES:

12 GA

SECURITY
/ GRILLE \

#8-32 x 1-1/47
W/THRU-BOLTS

SN NN
LL L

AIR LOUVERS

T

37.9623° MAX.
LOUVER WIDTH

AlR LOUVERS
SECURITY LOUVER

1500-A

@ LOUVER OPTIONS

#6 x 1-3/47
SHEET METAL
SCREW

i2 GA

SECURITY
/ GRILLE

SECURITY

GRILLE
EXTERIOR 1
SIDE DNLY

SECURITY LOUVER

1500—-A

1
1. SCREW SPACING MAY VARY WITH LOUVER HEIGHT AND WIDTH

REVISITIONS

DESCRIPTION DATE APPROVED

APPROVAL DWG 09/05/13

3,007 MAX.
|~ FROM-CORNER LTR
) A
i 3007 MAX

FROM CORNER

I

77.00° MAX,
LOUVER HEIGHT

NATIONAL GUARD
SECURITY LOUVER
L—-VRSG-2

12 GA
SECURITY
GRILLE

EXTERIOR
SIDE ONLY |

"\
N\
N\
14 GA Z/\
N\
N
\

36.8125" MAX.
LOUVER WIDTH

—_—

NATIONAL GUARD
SECURITY LOUVER

L—VRSG-2

2

11.00" MAX
ON CENTER
f
7' MAX. - FROM CHARER
ON CENTER
5 MAX
1 FROM CORNER
|
g4 l
. X
Wi B.OD* MAX
w2 ON CENTER
¥ t
t
[ 2ot max, |
LOUVER WIDTH
ANEMOSTAT
FUSIBLE LINK
SECURITY LOUVER
FLDL—-UL—-SG1
OR FLDL—-UL-5G2
#8 x 1

] SHEET METAL
1 / SCREW
| ]

1

SECURITY {OUVER DETAIL

LOUVERS: NATIDNAL GUARD L-VRSG-2
AIR LOUVERS 1500-A

ANEMOSTAT PLSL

ANEMOSTAT FLDL-UL-SGI OR SG2

PREDUCT KEVISED

a8 eomplying whi the Floride

Biiding Godle o

Accoprtance No [3-l 20508 / [&/{f
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Gordon Thomas Date
3759 Blossom Court
Mason, OH 45040
Florida #48718

BEND RADIUS

MANUFACTURING LOCATION

SCHLAGE LOCK COMPANY, LLC STEELCRAFT

6810 HILLSDALE COURT 9017 BLUE ASH ROAD
ANEMOSTAT '@%"g‘ INDIANAPOLIS, IN 46230 CINCINNATI, OH 45242
FUSIBLE LINK THIRD ANGLE PROJECTION ]TITLE STEELCRAFT H SERIES SINGLE AND DOUBLE LDUWERED DOORS
SECURITY LOUVER TRAWN DATE
FLDL—UL~SG1 JPD 09/05/13 LOUVER DPTIONS
OR FLDL—UL-—S3G2 CHECKED
APPROVED SIZE  |FLAT DWG NO. REV
882W-2 A
ENG. APPVL
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